FDTC40ZSXVH
4.0 KW

TEMPERATURE CONTROL
SR N AR Y LEEL) A MITSUBISHI

VA N

HEAVY INDUSTRIES

Unitate externa : SRC40ZSX-S

Unitate interna :

Specificatii tehnice

Unitate interna

Unitate externa

Sursa de alimentare

Capacitate nominald de récire (Min~Max)
Capacitate nominala de incélzire (Min~Max)
Consum de energie Racire/Incalzire
EER/COP Récire/incélzire

Curent de intrare

Amperaj maxim

Nivel putere Ul Récire/Incalzire
<51 Py
sonora* U.E. Récire/incélzire
Récire (Hi/Me/Lo/Ulo)
Nivel presiune Ul o .
1 incalzire (Hi/Me/Lo/Ulo)
sonora*
UE. Récire/Incalzire
Récire (Hi/Me/Lo/Ulo)
Ul
Flux de aer incalzire (Hi/Me/Lo/Ulo)
UE. Racire/Incalzire
Ul X
Dimensiuni exterioare Indltime / Latime / Adancime
UE.
Greutate neta Ul /UE.
Refrigerant Tip/GWP
Refrigerant incércare
Dimensiuni teava refrigerant Lichid/Gaz

Lungime teava refrigerant (o directie)

Diferent& de nivel suportata Unitate externa este mai sus/mai jos

it acire*
Interval de functionare Racire

- temperatura exterioara Incalzire

Panou

Filtru de aer (cantitate)

Telecomanda (optional)

Clasa Energetica (Récire/Incélzire)

SEER

SCOP (Climat temperat)

Pdesign (racire/incélzire(@-10°C))

Consumul anual de electricitate (récire/incalzire)

Performanta pe modul incélzire

kw
kw

kw

dB(A)

mS3/min

kg

kg/TCO2Eq
mm/|

m

kw

kWh/a

FDTC40VH

SRC40ZSX-S

Monofazic 220-240V, 50Hz / 220V, 60Hz
40(1.1~47)

45(0.6~54)

0.98/1.13

4.08/3.98

5

12

59/59

63 /63

44/40/35/27

44/40/35/27

50/49

13/11/9/7

13/11/9/7

36/33

Unitate: 248 x 570 x 570 Panou: 10 x 620 x 620
640 x 800(+71) x 290

16.5(Unitate:14 Panou standard:2.5) / 45
R410A/2088

1.5/3.132

6.35(1/4") / 12.7(1/2")

Max.30

Max.20 / Max.20

-15~46

-20~24

TC-PSA-5AW-E, TC-PSAE-5AW-E(Fagure) / TC-PSAG-5AW-E, TC-PSAGE-5AW-E(Grid)
Filtru lavabil din plastic x 1 (Lavabil)

Cu firRC-EX3A, RC-E5, RCH-E3 Wireless:RCN-TC-5AW-E2, -E3
A++/A+

6.93

4.37

4.0/4.0

202/1281

Climat temperat

Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.
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Schema tehnica

' DIMENSIONS (Unit:mm) - FDTC -

O576~610 (System ceiling hole size) p— Symbel Content _
+_ 0576~600 cCeiling hole size) Decorctive’ pungt Uodd 2535 | 405080
, ; s f 49.52 (3,87 $12.7 (127
530 (Suspension boits pitch) D620 A | Gos piping (Flare) iFlae) |
G H 0400 B | Liouid piping $6.35(1/4°) (Flare)
- C_|Drain piping VP25 (0.0.32)
a} ! D1 | Power supply connection
D2 |Remote contral cod and
z ey (R N il e
=| F | 5uspension balts (M10 or ME)
2 - H I :%tsdi::tg‘;w'-‘ﬂiﬂg {Knack out)
- P | S, S - | Ar outlet cpenin
g H dm.nqq’ " #125 (Knock aut)
g J_[inspection cpening 4504450
,.‘:,_-’: [0 et | Spoce for instollation ond service
e el 2 )
>“\"‘r - M < e
i10] | e
| =l = (rgf
! 4 1000
Control : ; ; o more
D1 175 \box 0 Air return rile/ Air supoly L, .
p : Mak 12000 bel
185 225 Drain hose piece | ' 184 |63 L Hhe st s nakaling vwe than ene
Tretcled o Sia) — 0, = Inspection cpening (Refer fo note (2) )
0570 . g
A B 788 CF 215~245 2 [\ D[ & 1T
—— — p= kel -
i IC 1] 1 ) - Control box
N[ i r e ( 100 | \6=#4 V"
i | Jd= g = Holes for
g o h i [ :] - E, I =8 H  topping screws
g | Hole |, 8
gl | Y = J,
5 : . Hanger plate for = @] | | EY ( '"h“(
= Draft prevention function (¥) suspension bolt ] = | TS < e
A B
Notes (1) The model name label is ottached to the control box lid 3 |
(2) This unit is designed for 242 grid celling. 158 \U:@‘*
If it is installed on a ceiling ather thon 2x2 grid ceiling, Holes for
provide an inspection opening on the contral box side. D1 & tapping screws
7

{3) Draft prevention function (%) is provided on the panel TC-PSAE-5AW-E only.

Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.



SRC40ZSX-W1, 50ZSX-W1, 60ZSX-W1

SRC40ZSX-S, 50ZSX-S, 60ZSX-S

290

Content

Service valve connection (Gas side) | ¢ 12.7(1./2")(Flare)

Service valve connection (Liguid side)| ¢6.35(1.74")(Flare)

Pipe./cable draw-out hole

Drain discharge hole @ 20x5 places

Anchor bolt hole M10-12x4 places
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The unit must not be surrounded by walls on the four sides.

The unit must be fixed with anchor bolts. An anchor bolt must not
protrude more than 15mm.

If the unit is installed in the location where there is a possibility of
strong winds, place the unit such that the direction of air from the
outlet gets perpendicular to the wind direction.

Leave 200mm or more space above the unit.

The wall height on the outlet side should be 1200mm or less.
The model name label is atiached on the front side of the unit.

Minimum installation space

/\T” =

Trangies
| 1l Il v
Size
L1 Open 280 280 180
L2 00 | 75 Open | Open
L3 100 80 80 80
L4 250 Open 250 Open

Datorita politicii de continud imbunatatire a produselor, ne rezervam dreptul de a modifica specificatiile tehnice fara nicio notificare prealabila.




